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Description 
 
 
Clean & Brite is a one-step maintenance cleaner for all your exterior wood surfaces.  Clean & 
Brite will remove dirt, mold, mildew and mild graying from your wood surfaces. Clean & Brite is 
used as pretreatment cleaner prior to finishing wood with the Timber Pro UV coatings. It can be 
used on new wood for preparation prior to coating or for old coated surfaces to clean and prepare 
prior to coating. 
 
 

 
Where to Use 

 
            The following are areas where the Clean & Brite may be used. 

 
  sidings  timber & logs     

  trims   entry & garage door 

  shakes  shutters 

  decks 
 
 
     

Features and Benefits 

 

  Biodegradable water-based formula 

  Cleans and brightens the wood in one step 

  Does not contain harmful bleach  
 
 
 
 

Color Range and Packaging 
 
             Color                      Blue/green as supplied 
 
             Packaging             1 US gallon  
                                            5 US gallon pail 
 
 
 



 2 

 

Clean & Brite                                                          Technical Data Sheet 
                                                                                                                                                                      March 19 2013 

 

 
Properties 
 
          Viscosity -   N/A 
          pH -              2.4 
          V.0.C. -                           0 grams/L 
          Weight per gallon-           8.56 lbs/gal  
          S.G -                1.03 

 
Shelf Life 

 
             Approximately two years in an unopened container 
 
             KEEP FROM FREEZING 
 

Coverage  
 
               Smooth Wood:  300-400 square feet per gallon of concentrate 
 

Application 
 
                Use a garden pump spray applicator and or nylon polyester brush 
 

 
Product Disclaimer 
 
The technical information and suggestions for use herein are based on Timber Pro Coatings Ltd 
research and experience and believed to be reliable.  But such information and suggestions do 
not constitute a warranty.  Since Timber Pro Coatings has no control over the conditions under 
which the product is transported, stored, handled, used or applied, buyers must determine for 
themselves by preliminary tests or otherwise the suitability of the product for their purposes.   
 

Timber Pro Coatings Ltd 
#140-12051 Horseshoe Way, Richmond, BC V7A 4V4 

Ph: 604-270-4244  Fax: 604-270-4247  Toll Free: 1-877-666-4244 
Email: canadainfo@timberprocoatings.com 

 


