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PRODUCT: FA580EC TRANSPARENT MONOCOMPONENT WATER BASED EXTRA COVERING BASE COAT
 
 
DESCRIPTION: transparent water based base coat for indoors with excellent wetting of the wood´s fibres, excellent transparency , body
and vertical adhesion. For universal use, thanks to its excellent adhesion to the wooden substrate, it is advised as a base coat for spray
application in all cycles where a closed or semi-closed pore effect is required.
 
USE: furniture and fittings for indoors, stairs, profiles and wooden turned pieces
 
 
SPECIFICATIONS OF SUPPLIED PRODUCT
Physical state: milky liquid
Solid content %: 43±2
 
 
Minimum temp. of film formation: 15 °C
 
SUBSTRATE: solid wood or veneer, even if chemically bleached. Wood stained with insoluble colorants such as our CNA, CNS and TP
series. 
 
APPLICATION: By spray with normal spray guns (pneumatic, airmix, HVLP). Due to its high viscosity it is necessary to improve
atomisation by using slightly smaller sized nozzles than those which would normally be used for a solvent based product. The first coat,
when applied onto porous wood or wood with small pores such as Tanganica or Mahogany, could cause formation of small air bubbles
which are unable to burst. In this case the antibubble additive for water based products AD31 should be added in a quantity of 0,5-1%.
Application onto normal woods causes no problems. With woods which contain high quantities of colouring substances and/or extracts
carry our preliminary tests. The product can be cross-linked with 1-2% of RE101, which increases its chemical resistance and improves
stacking of the painted items.
OVERCOATING: after application of one coat wait at least 4-6 hours. After application of two or more coats wait at least 24 hours.
Coating can be done with our mono or bicomponent water based top coats (eg. AO267, AO239, AO470, etc.)
 
DRYING:
Touch dry: 90-120 minutes at 23°C and 60% R.H.
Stackable: vertically after 24 hours at 23°C and 60% R.H.
Sandable: after application of one coat wait at least 4-6 hours. After application of two or more coats wait at least 24

hours
 
DILUTION: from 5-15% in weight with water
QUANTITY TO APPLY: 100-200 g/m² 
 
NUMBER OF COATS: maximum four
INTERVAL BETWEEN COATS: minimum 1 hour, maximum 4 hours at 23°C
POT LIFE at 20°C: monocomponent cycle in two coats on stairs in stained oak: 
Spray application of the water based stain from the CNA series. Drying at 20°C for at least 3-4 hours. Application of FA580EC diluted at
10% with water, quantity 130 g/m² . Drying for 4-6 hours at 20°
 
STORAGE INFORMATION: store at temperatures above 5°C and below 35°C
SHELF LIFE AT 20°C: 6 months in correctly stored unopened tin
 
NB:  
- Apply at temperatures above 15°C and maximum 65% relative humidity. 
- monocomponent transparent base for vertical application. If it is necessary to improve its performance (such as resistance to coating
and adhesion)  it can be cross-linked at 1-2% with RE101. it is advisable to pre-dilute the RE101 at a 1:1 ratio with water to ease
incorporation into the paint, which can be done manually. 
- can be coloured with our CNA water based concentrates at max. 5%. 
- Sand with spaced grain 280-320 abrasive paper. Do not use steel wool as it could leave particles on the surface which would lead to
rust marks after the application of the water based top coat
 
 
SPECIFICATIONS OF SUPPLIED PRODUCT
CHARACTERISTICS UNITS VALUE METHOD
Specific gravity at 20°C: g/ml 1.04 ± 0.05 MP01
Visc.Brook. gir./rpm/°C : cPs 10.500±1000 4/10/25 MP19
Fineness: µm 25 max. MP12
pH value: / 8.2 ± 0.5 MP13
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Always verify the suitability of the product for the job to be done before application. We can not accept
responsibility for the outcome.
The information contained in this technical data sheet, as well as any verbal information, is given to the best
of our knowledge. We do not accept responsibility for obsolete or incorrect information. The information is to
be considered obsolete when a new technical data sheet is issued. Please feel free to contact us to request
the latest edition.
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